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For safe handling of materials we supply, it is advised 
to refer to the Safety Data Sheet “SDS” of the proper 
material.
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PPS

Dimensionally
precise, 
Standard

Low-
chlorine

Glass �ber reinforced 

Our
standard

Our
standard

Tensile strength

Our
standard

ISO 75-1,2

DURAFIDE® PPS has equivalent or superior characteristics 

to conventional PPS resins in respect of heat resistance, flame 

resistance, chemical resistance and dimensional stability, 

which are known as inherent characteristics of PPS resins 

in general. Because of a linear type polymeric polymer 

structure, it also has such other characteristics as 

described below.

For quali�ed values of UL (Underwriters Laboratories Inc.) refer to the yellow card issued by UL.

Glass �ber and mineral reinforced

Relative permittivity (1kHz)

The yellow card
File No. issued by UL

Relative permittivity (1MHz)

Dielectric dissipation
factor (1kHz)

Dielectric dissipation
factor (1MHz)

CTI

1.57 1.66 1.66 1.66 1.57 1.66 1.66 1.98 1.98 1.89

0.04 0.04 0.04 0.04 0.03 0.03 0.04 0.01 0.01 0.01

240 240 160 260 350 380 260 400 345 290

0.4 0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.2 0.2

0.7 0.7 0.7 0.7 0.6 0.7 0.7 0.6 0.5 0.6

170 200 180 210 170 185 180 130 130 165

1.9 1.8 1.4 1.9 2.0 1.8 1.7 1.1 1.1 1.2

250 300 270 300 260 275 255 205 205 250

11,800 15,000 15,000 15,000 11,400 14,500 14,500 19,800 19,800 19,600

8.0 10.0 10.5 11.0 10.0 10.0 9.0 6.0 6.0 8.0

265 270 275 270 260 265 265 270 270 270

2 2 1 1 2 1 1 1 1 1

4 4 4 4 4 4 4 3 3 3

4.2 4.5 4.3 4.2 4.0 4.6 4.5 5.8 5.8 5.3

4.2 4.5 4.3 4.2 4.0 4.6 4.5 5.8 5.8 5.4

0.001 0.001 0.001 0.001 0.001 0.002 0.001 0.002 0.002 0.001

0.002 0.002 0.002 0.002 0.002 0.002 0.002 0.002 0.002 0.002

15 16 15 16 16 15 16 14 14 14

8×1015 4×1016 4×1015 5×1015 3×1016 1×1016 5×1015 8×1015 8×1015 2×1015

8×1016 1×1017 1×1015 1×1015 2×1017 8×1016 1×1015 9×1015 9×1015 8×1016

125 150 125 125 150 150 125 200 200 175

V-0 V-0 V-0 V-0 V-0 V-0 V-0 V-0 V-0 V-0

E109088 E109088 E109088 E109088 E109088 E109088 E109088 E109088 E109088 E109088



Our
standard

Our
standard

Tensile strength

Our
standard

ISO 75-1,2

Moldable at low mold temperature
Adhesion-enhanced

Low fuel
swelling
material

6165A7S

Glass �ber and mineral reinforced

6150T73

Relative permittivity (1kHz)

Relative permittivity (1MHz)

Dielectric dissipation
factor (1kHz)

Dielectric dissipation
factor (1MHz)

CTI

The yellow card
File No. issued by UL

1.87 1.96 1.89 1.98 1.52 1.71 1.71 1.68 1.44 1.49

0.03 0.01 0.02 0.01 0.06 0.05 0.05 0.05 0.04 0.04

250 280 200 260 370 240 210 220 400 280

0.4 0.3 0.3 0.2 0.3 0.2 0.2 0.3 0.1 0.1

0.7 0.5 0.5 0.5 0.7 0.6 0.6 0.7 0.6 0.5

130 125 140 140 155 155 150 155 225 180

1.3 1.0 1.0 1.1 2.3 1.7 1.8 1.8 1.3 1.1

200 185 220 215 230 225 220 220 330 270

15,300 21,000 20,500 17,800 10,000 13,200 12,200 11,500 25,200 22,800 

5.5 6.0 7.5 6.0 12.0 9.5 10.5 9.0 5.5 4.5

270 275 275 270 255 270 270 265 265 270

2 1 1 2 2 1 2 2 1 1

3 3 3 3 4 4 4 4 4 4

4.9 5.4 4.9 5.4 3.9 4.5 4.5 4.2 － －

4.9 5.4 4.7 5.4 3.9 4.4 4.4 4.2 － －

0.002 0.013 0.014 0.001 0.003 0.004 0.002 0.001 － －

0.001 0.005 0.006 0.002 0.004 0.005 0.006 0.002 － －

16 16 16 － 18 16 17 19 － －

3×1016 2×1016 7×1015 － 8×1015 2×1016 6×1015 4×1015 2×103 8×102

1×1016 2×1016 1×1017 － 4×1016 5×1016 4×1017 8×1015 2×102 2×102

125 225 175 － 125 150 150 125 － －

V-0 V-0 V-0 － V-0 
（1.6mm） － V-0 V-0 V-0 V-0

E109088 E109088 E109088 － E109088 － E109088 E109088 E109088 E109088
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